
Gerriets International’s goal is to send every roll of flooring to you in prime condition, however, there can be coloration 
differences from time to time. BEFORE cutting any roll of flooring, please inspect your entire order, and if there are 
any issues, please contact your sales representative for direction.

CARE AND CLEANING

It is recommended to thoroughly clean your new floor before using it. Gerriets VARIOCARE products are recommend-
ed for the initial and maintenance cleaning. Do not use rosin, solvents, abrasive cleaners, cola, vinegar, concentrated 
ammonia, bleach, or the like.

KEEP YOUR FLOORS CLEAN, PROTECTED, AND LONG-LASTING

In January 2025, Gerriets launched the sustainable VARIO-CARE product line. The aim is to extend the life of PVC 
dance floors. Regular maintenance is crucial for the longevity of PVC dance floors. With VARIO DAILYCLEAN, dirt can 
be gently removed without attacking the seal. For ongoing maintenance, cleaning, and refreshing, we recommend 
VARIO PROTECT, which forms a matt, anti-slip care film and preserves the natural appearance of the floor. With VARIO 
DEEPCLEAN, old maintenance films, adhesive residues, and stubborn dirt can be effectively removed without dam-
aging the floor. For mechanical support, we recommend our sanding pad for sanding machines or the pad master 
incl. attachment, which ensures an even treatment of the surface. These products support sustainable use and help 
to maintain the value of the floor. 

LOOSE LAY INSTRUCTIONS - Top Tape

PREPARATION BEFORE LAYING YOUR NEW FLOOR

1.	 Before unrolling the floor, thoroughly sweep your subfloor to remove any grit or dust.
2.	 Gerriets recommends unrolling your new floor in the studio where it will be in-

stalled and letting it rest for 24-48 hours at room temperature (approximately 65 
degrees), allowing the floor to relax before cutting and taping.

3.	 If you need to make a preliminary cut to be able to unroll it in your studio space, 
please leave an extra 2’ on each length. This is mandatory to ensure you will have 
enough flooring when making your final cuts alongside walls or other obstacles 
(columns or pillars). 

4.	 Once the floor has reached studio temperature, you may begin the cutting process.

GERRIETS DANCE FLOORS INSTALLATION INSTRUCTIONS
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CUTTING YOUR FLOOR TO FIT

1.	 It is best to determine the size of the pieces before you unroll the floor. In most instances, the floor runs the width 
of the studio, but on occasion, you may have perpendicular seams with no ill effects to the floor. If installing on a 
stage, traditionally, the floor runs the width of the stage 

2.	 If you are cutting a roll into shorter lengths, be sure to check the full length ordered. Gerriets will not be respon-
sible for discrepancies after a roll is cut.

3.	 Using a straight edge device, draw a straight pencil line to define the part of the first roll to be cut. 
4.	 Carefully cut the roll using a sharp utility knife along the straight line.
5.	 Separate the two pieces by hand.
6.	 Lay the second roll next to the first, leaving a 1/16” gap to allow for expansion and contraction.
7.	 Continue cutting each length following steps 1-5

TAPING THE SEAMS – TOP TAPE ONLY

1.	 Unroll a few inches of Gerriets VARIO Tape onto the seam between the first two rolls. Continue unrolling the tape 
along the seam, being careful not to pull on the tape tightly, as this will cause the tape to possibly shrink up in 
time and cause the floor to wrinkle.

2.	 Continue with each adjoining roll.
3.	 You may need to trim the last roll’s length. Use your straight edge and marker to make your marks before cutting.
4.	 Do not tape the sides meeting any walls, as this may cause the floor to wrinkle from the dancer’s movement.

SEMI-PERMANENT INSTALLATION - Bottom Tape

PREPARATION BEFORE LAYING YOUR NEW FLOOR

1.	 Before unrolling the floor, thoroughly sweep your subfloor to remove any grit or dust.
2.	 Gerriets recommends unrolling your new floor in the studio where it will be in-

stalled and letting it rest for 24-48 hours at room temperature (approximately 65 
degrees), allowing the floor to relax before cutting and taping.

3.	 If you need to make a preliminary cut to be able to unroll it in your studio space, 
please leave an extra 2’ on each length. This is mandatory to ensure you will have 
enough flooring when making your final cuts alongside walls or other obstacles 
(columns or pillars). 

4.	 Once the floor has reached studio temperature, you may begin the cutting process.

CUTTING YOUR FLOOR TO FIT

1.	  It is best to determine the size of the pieces before you unroll the floor. In most 
instances, the floor runs the width of the studio, but on occasion, you may have 
perpendicular seams with no ill effects to the floor. If installing on a stage, tradi-
tionally, the floor runs the width of the stage 

2.	 If you are cutting a roll into shorter lengths, be sure to check the full length ordered. Gerriets will not be respon-
sible for discrepancies after a roll is cut.

3.	 Using a straight edge device, draw a straight pencil line to define the part of the first roll to be cut. 
4.	 Carefully cut the roll using a sharp utility knife along the straight line.
5.	 Separate the two pieces by hand.
6.	 Continue cutting each roll following steps 1 – 5.
7.	 Lay each roll in the direction of the room lengthwise, making sure they are laid straight.

TAPING THE SEAMS

1.	 Begin with the side of the studio opposite the entrance. Lift half of the first roll and flip it onto the part of the roll 
that is still lying flat on the floor.

2.	 Using Gerriets Double-Sided Dance Floor Tape, remove the bottom protection strip of the tape and affix it onto the floor, 
aligning it with the adjacent strip of vinyl. The tape will need to be fixed to each side of the seams between the two rolls.

3.	 Next, lay the previously lifted roll of vinyl onto the upper protection strip of the double-sided tape (without remov-
ing the protective strip).

4.	 Repeat Steps 1 and 2 to attach the second part of the first roll.
5.	 You will now have the whole length of the first roll unrolled and pre-fixed.
6.	 Starting from one of the two ends of the first laid roll, remove the upper protection strip of the tape and gently 

push on the roll to fix it to the tape.
7.	 The first roll of vinyl has now been laid.
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8.	 Repeat Steps 1 to 7 until all of the remaining rolls have been installed and taped.
9.	 You may need to trim the last roll’s length. Use your straight edge and marker to make your marks before cutting.
10.	Do not tape the sides meeting any walls, as this may cause the floor to wrinkle from the dancer’s movement.
11.	Optional: All seams are now ready to be covered with single-sided tape on the top of each seam, following our 

installation instructions for top taping.

NOTE: If using this tape for long term installations between a wooden sub-floor and a vinyl dance floor, ripples in the 
vinyl may occur due to the differences in movement of wood and vinyl caused by temperature and humidity flucuations.

PERMANENT INSTALLATION - Glued and Welded

PREPARATION BEFORE LAYING YOUR NEW FLOOR

1.	 Gerriets recommends installing your new vinyl floor over a raised or sprung floor. 
If you do not have a sprung floor, it is recommended that a layer of underlayment 
grade ½” plywood is laid over clean, smooth concrete. All plywood panels must 
be solidly nailed in place, with all nail holes filled and smoothed. In high-humidity 
areas, a vapor barrier is also recommended.

2.	 Before unrolling the floor, thoroughly sweep your sub-floor or sprung floor surface 
to remove any grit or dust.

3.	 Gerriets recommends unrolling your new floor in the studio where it will be in-
stalled and letting it rest for 24-48 hours at room temperature (approximately 65 
degrees), allowing the floor to relax before cutting.

4.	 If you need to make a preliminary cut to be able to unroll it in your studio space, 
please leave an extra 2’ on each length. This is mandatory to ensure you will have 
enough flooring when making your final cuts alongside walls or other obstacles 
(columns or pillars). 

5.	 Once the floor has reached studio temperature, you may begin the cutting process.

CUTTING YOUR FLOOR TO FIT

1.	  It is best to determine the size of the pieces before you unroll the floor. In most instances, the floor runs the width 
of the studio, but on occasion, you may have perpendicular seams with no ill effects to the floor. If installing on a 
stage, traditionally, the floor runs the width of the stage 

2.	 If you are cutting a roll into shorter lengths, be sure to check the full length ordered. Gerriets will not be respon-
sible for discrepancies after a roll is cut.

3.	 Using a straight edge device, draw a straight pencil line to define the part of the first roll to be cut. 
4.	 Carefully cut the roll using a sharp utility knife along the straight line.
5.	 Separate the two pieces by hand.
6.	 Repeat this process until all lengths have been cut.
7.	 Your floor is now ready for installation.

NOTE: Professional vinyl flooring installation is recommended to safeguard the warranty of your Gerriets vinyl flooring. 

An experienced vinyl flooring installer is needed to install your floor and will know how to properly apply adhesive 
and hot weld the seams. Recommended adhesives are Taylor Signature Line Dynamic Adhesive,  Mapei ECO810, or 
Mapei ECO860 (available through your installer). 

Hot Welding
It is sometimes possible with Gerriets vinyls to butt together adjacent sheets to form seams which are good enough 
to weld. If not, overlap the sheets by about ½” and cut through both sheets using a straight edge and sharp blade. 
This forms the hairline seam, which is suitable for heat welding or cold solvent welding. When Gerriets flooring is 
permanently laid, we always recommend that the seams are welded. Before welding, allow at least 24 hours for the 
adhesive to set. Then, using a grooving tool, form a U-shaped groove about two-thirds the depth of the wear coat. A 
manual or automatic PVC flooring hot air gun is used to feed the matching or contrasting color Gerriets 4 mm diam-
eter welding rod into the groove at a speed of approximately 3’ – 6’ per minute.

Heat from the hot air nozzle may cause a slight glossy sheen to the seams of the welded floor. Once the weld has 
cooled to room temperature, remove the excess weld bead using a trimming tool. If the bead is trimmed while hot, 
the weld will cool and shrink below the floor surface.

Only the Vario Uni, Vario BEAT 1.6, Vario Move 2.0, and Vario Motion 2.6 can be installed permanently with adhesive. 
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